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NOTE: 

Images for HMI Screen and 
Control Box shown are for 
reference only. Clock Box and 
Clock Box PRO might vary. 

120 VAC 15 ft Plenum 
Cable Encased in 16mm 

Flexible ENT Conduit 
(Provided) 

120 VAC AND 24 VDC 10 ft Plenum Cable 
Encased in 16mm Flexible ENT Conduit 

(Provided / Clock Box Pro) 

Main 
Breaker 

Panel 

12:00 PM 

24 VDC 25 ft Communication Cable 
Encased in 16mm Flexible ENT 

Conduit (Provided) 

120 VAC 15 Amp Circuit (Not Provided) 
5-15R Receptacle 

(Not Provided) 

Range 

Hood LED 

Natural Gas Line 
(Not Provided) 

Natural Gas Line 
(Not Provided) 
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Electrical 
Disconnect 

Clock Box 
Control Box 

HMI Touch 
Screen 

Denlar Hood

5-15P 12 ft Power 
Cord (Provided) 

120 VAC ( Not 
Provided) 

120 VAC 8 ft 14/2 MC 
Wire (Provided) 

120 VAC 8 ft  Junction 
Box 

Gas Solenoid 
D1000-G 

D1000-E 

Range’s Power 
Cord 

 (Not Provided) 

120 VAC 11.5 In. 

See Receptacle NEMA 
configuration in Datasheets 

120 VAC 15 ft Plenum 
Cable Encased in 16mm 

Flexible ENT Conduit 
(Provided) 

120 VAC for Light Power 
from Hood Or ADA (Optional) 

ADA Plug 120 VAC Plenum Cable 35 ft to 50 ft 
depending on fan configuration 

(Provided) 

Denlar 
Fan 

120 VAC for Fan Power from Hood Or 
ADA (Optional) 

ADA Switches 
The White Wire is Constant Hot      

The Black Wire is the Light Switch Leg  
The Red Wire is the Fan Switch Leg

Make Up 
Fan  

Fan By 
Other  

Strobe 

24 VDC 25 ft Plenum Cable Encased in 
16mm Flexible ENT Conduit (Provided) 

Fan By 
Other 

Module 

Make Up 
Air 

Module 

Limiting 
Speed 

Control 

120 VAC 15 ft Plenum 
Cable Encased in 16mm 

Flexible ENT Conduit 
(Provided) 

120 VAC 10 Amp Supply Line – (Not Provided) 

Supply Line – See D1000-FBO Datasheet for specifications (Not Provided) 

Fan Plug 

Manual 
Pull Station 

(MPK) Stainless Steel Wire Rope 
25 ft – provided with 

three 90’ elbows 
(Provided). Metal Conduit 

not provided. 

Plug’N’Play 
DEVICE FLOW CHART 

 (Not Provided) 

120 VAC 15 Amp Circuit 
(Not Provided) 


