D1036-R

Submittal Data

Mark:

Prepared By:

Approval:

Date: Job Name:
Reference: Unit Location:
Engineer: Contractor:
Expected Job Date: Notes:

UNIT OPTIONS:

120VAC =0 5-15R O 5-20R

O ADA Fan/Light Control Manual Pull Station

O ClockBox O ClockBox Pro

O Custom Color Specify Color: | Top Cover

O Test Tank a Make-Up Air Control Module

O Strobe -Light & Annunciator O Limiting Speed Control Module

O Power Distribution Block Module a Relay Control Module
DISCONNECT OPTIONS:

O 3/4” NPT Natural Gas (DED Needed if Electric Components Need to be Controlled on a Gas Range)

O Electric *Specify NEMA: 220VAC = O 14-50R 0 6-20R O 10-50R

O Dual Element (includes 3/4” NPT Natural Gas and Electric)

*Specify NEMA: 220VAC = [ 14-50R O 6-20R O 10-50R 120VAC =0 5-15R O 5-20R
O Dual Receptacle *Specify NEMA: 220VAC =0 6-20R 120VAC =0 5-15R O 5-20R

ELECTRIC NEMA (RECEPTACLE) OPTIONS

0O 14-50
220VAC 50AMP

0 10-50
220VAC 50AMP

u]

GENERAL FEATURES:

REV06012021

Wall Mounted

Pre-Engineered Fire Suppression System
Variable Fan Speed Control

Two Step Pre-Suppression

Plenum Nozzle

MAIN Power Switch

Reset Switch

Light Switch

Pressure Gauge

Temperature Switches Triggering Pre-emptive Shutdown
Hard Wired Fuel Source Disconnect

Dry Alarm Contacts

On Board Diagnostics

Status LED

Trouble Signal

Service Key

Audible Buzzer (90dB)

Service Switch

Pressure Switch

Grease Baffle w/ Drip Tray

ETL/CSA Listed

Permanently Lubricated Centrifugal Fan Motor listed to
UL507

Local, Remote and Trouble Alarms
Shatter-Proof or LED Bulb

220VAC 20AMP

6-20 0O 5-15

120VAC 15AMP

0 5-20
120VAC 20AMP

Min / Max Installation Height
Duct Collar (In. / mm)

Sound Rating

Finish

Lighting

Suppression Agent

No. of Nozzles / Spray
Actuation Type

Protection Device / Limit

FEATURES DESCRIPTION
Compliance UL300A NSF uL507
Canopy Width 36 Inches

JDimensions In. 35-7/8 x 19-3/8 x 10-1/2
Weight Lbs. 56.8
Voltage / Hz / Amps 120/60/3
MOCP 15A
Fire Control Programmable Logic Controller
Tank Type / Pressure / Volume Stainless Steel / 102+-8% Psi / 1.84 Liters
Venting / Fan Type / Speed Rear Discharging / Integral / Variable Speed
CFM 139~279

30/ 36 Inches

N/A

62/70dB

18 & 20 GA 304 Brushed Stainless Steel
(1) LED Bulb medium base

Low pH Wet Chemical Amerex 660

4 /60 Degree Conical

Mechanical Fail-Safe

3 Globe Links / 280°F

LAB-110175



Model
D1036-R

Technical Data Book

DENLAR

FIRE PROTECTION

PRE-ENGINEERED RANGE HOODS

Not responsible for typographical errors. Continuing research results in product improvement, therefore specifications are subject to change
without notice. For the most updated information, please consult factory directly.

LAB-110260 REV12202021



Table of Contents

D1036-R Model Information

Model Identification

D1000 Dimensions and Weights
Electrical Specifications

Fan Specifications and Dimensions
Exhaust Layout

Duct Location

Back Plate Support Layout

D1000 Nozzle Placement

D1000 Tank Information

Accessories

Alarm Information
Manual Pull Station
ClockBox Specifications and Dimensions

Electric Disconnect

Gas Disconnect

Dual Receptacle Disconnect
Dual Element Disconnect
Tank Fully Charged

Tank with Amerex Only
Tank Test-Nitrogen Only
Tank Not Charged

Horn and Strobe

Fan by Others

Make Up Air Fan Control Module/Damper Control

CFM Limiting Speed Control
Handicap Accessible Controls

Top Cover

DENLAR

FIRE PROTECTION

Part Number

D1000-MPK

CLBX & CLBX-PRO
D1000-E

D1000-G
D1000-DRD
D1000-DED
D1000-TANK-FC
D1000-TANK-SA
D1000-TANK-TEST
D1000-TANK-E
D1000-STROBE
D1000-FBO
D1000-MACM
D1000-LSC
D1000-ADA
D1036-TC-F(R)
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Model Identification

Model Identification

1o ’ ID ’
Label Model Label Top Ducted Fan Type
D103 |Denlar IF  [Inline Fan
D RF |Roof Fan
WF |Wall Mount Fan
Label Size
0 |30" Model
6 |36" Model
5
o > ° o
Label Exhaust Type Label NF!’A Compliant
E |Front Exhaust Includes High Performance Fan,
R |Rear Exhaust NFPA | Manual Pull Station, Timer Lock
D |Top Ducted Exhaust Qut System

ENMR 2 LAB-110260 REV12202021
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D1000 Dimensions and Weights

DENLAR

FIRE PROTECTION

Model Dimensions and Weight
MODEL MOUNTING Ms;g::m LENGTH | DEPTH | HEIGHT WEIGHT
CONFIG. (In.) (In.)(A) |(In.)(B)| (In.)(C) (Lbs.)
D1030-F 10.5 53.4
D1030-F-NFPA 14.8 75
D1030-R 10.5 53.4
D1030-R-NFPA 14.8 75
D1030-D-IF MIN:24 30
D1030-D-IF-NFPA MAX:30
D1030-D-RF 10.5 53.4
D1030-D-RF-NFPA
D1030-D-WF
D1030-D-WF-NFPA WALL 19.375
D1036-F 10.5 56.8
D1036-F-NFPA 14.8 78.8
D1036-R 10.5 56.8
D1036-R-NFPA 14.8 78.8
D1036-D-IF MIN:30 36
D1036-D-IF-NFPA MAX:36
D1036-D-RF 10.5 56.8
D1036-D-RF-NFPA
D1036-D-WF
D1036-D-WF-NFPA
D103__-F,D103__-R,D103__-D-_ ,OR
D103__-D-__-NFPA Main Unit
Dimensions
}" i
=
C
=]
. [
II I —'
— A o __‘. - B —— -
3 LAB-110260 REV12202021



Electrical Specifications

Electrical Information

A/

CIRCUIT OPERATING FAN OUTPUT
MODEL VOLATGE PHASE FREQUENCY | BREAKER CURRENT OPERATING | OPERATING INPUT | OUTPUT
(AC) (Hz.) SIZE (AMPS) CURRENT CURRENT WIRING | WIRING
(AMPS) (AMPS) (AMPS)
D1030-F 1.38 0.8
D1030-F-NFPA 3.7 3.1
D1030-R 1.38 0.8
D1030-R-NFPA 3.7 3.1
D1030-D-IF 2.4 1.8
D1030-D-IF-NFPA 3.1 2.5
D1030-D-RF 4.6 4
D1030-D-RF-NFPA 5.6 5
D1030-D-WF 1.38 0.8 0.25 12/2 14/2
D1030-D-WF-NFPA 120 1 60 15-20 3.7 3.1 to MC MC
D1036-F 1.38 0.8 0.5 WIRE WIRE
D1036-F-NFPA 3.7 3.1
D1036-R 1.38 0.8
D1036-R-NFPA 3.7 3.1
D1036-D-IF 2.4 1.8
D1036-D-IF-NFPA 3.1 2.5
D1036-D-RF 4.6 4
D1036-D-RF-NFPA 5.6 5
D1036-D-WF 1.38 0.8
D1036-D-WF-NFPA 3.7 3.1
ore DEVICE FLOW CHART e on [ N
Panel , _ Plug'N’Play N S SR ol
| .I 120 WAL 10 A Segeply Lin = {We Peusiddud) Module © = '_\ /‘
| . -—
| Lﬂ | Supply Line = Ses DI1000-FEO Datashest for specilicatons [Not Previded| .
l |! = cieen Fangy = @ ,_/\
‘| | 120 VAC 15 A Cireuit (Hot Providud) [ Other | —=—* = 1 T } :‘::
Module /

220 WAL 15 It Plissum

4 Cable Escaind in 16mm
28 WD 15 ft Plusass Cabia Encaseed in Denlar Hood Frusible ENT Comdhuit
————t A6 Flasibibe ENT Casduit (Pravided] S0 VAL AND 24D 101 F . Fan {Prewidiod| — \
120 VAZ ANE 34¥0C 10 T2 Honus Cabe [ g n FHug [ 3 \ Denlar
— | |
: L et ) Fanm
100 VAC Plusam Catiu 35 1t 5050 1t /
- IEIVAL 18 A Cireat Sapunding en fan coniguration | \‘,_ _./
bt Providid it
strobe han Providud| heaidid) 1
HMI Touch T 1 120 VAL 15 It Plesum
| Cable Excasod in 16mm
Screen 1 Fuasitile ENT Comehuit
* 0 | {Prowidus
R 1 IPeovidud]
22 !
iH N I 1 Limiting
g E 1 1 Speed
T35 t I 130 VAL 15 h Fanum | cantrol
93 | . Cabslu Encused s 16m= 1
| - I Flikilu ENT Cunduit
£ | ] 1 [Prosided) e === ]
Bg | ! I I
8¢ | — Clock Box I 1
F ! —— I 120 VAL Sar Fan Pewar Trem Hood Qs
&g . control Box pre——— ADA [prnsl) I
A NOTE: — 200 Paa] ] I e I
I o 1
Images for HMI Screen and I i 3
control Box shown are for 120/ VAL | Het b= =T, 1 T T T T TesEeeTTmTmTmmEmems Iu E -
reference only. Clock Box and Prewidad) 120 VAL For Lige Powsr dLIL gL
. trem Hood (s A& (Optiasal] a2 2
Clock Box PRO might wary. | lm——— N
s ADA Switches
Th Whits Wi is Conasnt Hot
T Black ‘ira i tha Light Swih Loy
Tha Rind Wira i tha Fan Suisch, Lig
Ranga's Pows
. 4 Cerd

sunction | -7 10WACE R ==
i) | .
Box * [Met Provided) -
L Electrical

Disconnect

DADDO-E
E 100 VAL 2151,
Hatual G Line
— = (Bt Pravided) N.-.m;u.c..u.l.‘..,
Natural Gas {hbat Pousadod|

Gas solencid
010006

DENLAR

FIRE PROTECTION

Range

Manual
| Pull station
{mPK)
el NEMA CONFIGURATION
VOLTS | CURRENT |
(AC) | (AMPS-AC)
15 5-15R
120 5-20R
20 -
6-20R
220 -
% 10-50R
14-50R
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Fan Specifications

Fan Ratings
OPERATING HoOOD
WEIGHT VOLATGE FREQUENCY | CFM +-2.5% | PRESSURE DBA FAN FAN
MODEL STYLE TYPE CURRENT PHASE OUTLET | pucT CONTROL | SPEEDS
Lbs. Al Hz. LOW-HIGH) | (In. WATER) |(LOW-HIGH INLET TLET
(Lbs.) (AMPS) (AC) (Hz.)  |(LOW-HIGH)| (in ) |(LOW-HIGH) (In)(LxH) ou
D1030-F Front 6.25 0.8 174~276 | -0.09~-0.18 | 62~70 12X3 N/A 6.5 (Dia.) 12X3
D1030-F-NFPA Discharge | Integral 22 3.1 216~514 | -0.26~-138 | 60~84 30x4 9.8x9.7 30x4
D1030-R Rear to Hood 6.25 0.8 139~279 | -009~-017 | 62~70 12x3 |, .| 65(Dia) 12X3
D1030-R-NFPA Discharge 22 3.1 174~519 | -0.25~-135 | 60~80 10X 4.25 ‘| 9.8x97 10X 4.25
D1030-D-IF nline bucted 10.5 18 283~474 | -0.23~-0.61 | 57~69 35 £t 10 (Dia.) 10 (Dia.)
D1030-D-IF-NFPA 13.5 2.5 297~545 | -0.29~-089 | 60~70 ’ 12 (Dia.) 12 (Dia.)
Roof
20-13/16
D1030-D-RF Inline w/Curb 4 357~499 | -0.40~-0.84 | 61~73 10 (Dia.) (Dia/)
Ducted adapter 35 50 ft )
Roof (Without 7 (Dia) ’
D1030-D-RF-NFPA Mount | physical 5 326~548 | -0.39~-1.09 | 63~75 97/8 20 (Dia.)
curb)
D1030-D-WF wall External 13.5 0.8 208~281 | -0.14~-028 | 56~60 6.5 (Dia.) 14x3
Wall 35ft. Electronic
D1030-D-WF-NFPA Mount 20.5 3.1 172~522 -0.10 ~-0.66 60~ 75 8.5 (Dia.) 12X3
Ducted Control
D1036-F Front 6.25 0.8 120 1 60 174~276 | -0.09~-0.18 | 62~70 12X3 N/A 6.5 (Dia.) 12X3 Module | Variable
D1036-F-NFPA Discharge | Integral 22 3.1 216~514 | -0.26~-138 | 60~84 30x4 9.8x9.7 30x4 (ECM)
D1036-R Rear to Hood 6.25 0.8 139~279 | -0.09~-0.17 | 62~70 123 [, ,, | 65(Dia) 12X3
D1036-R-NFPA Discharge 22 3.1 174~519 | -0.25~-1.35 | 60~80 10 X 4.25 ‘| 9.8x97 10X 4.25
D1036-D-IF inline Ducted 10.5 18 283~474 | -0.23~-0.61 | 57~69 35 £t 10 (Dia.) 10 (Dia.)
D1036-D-IF-NFPA 13.5 2.5 297~545 | -0.29~-0.89 | 60~70 : 12 (Dia.) 12 (Dia.)
Roof
. 20-13/16
D1036-D-RF Inline w/Curb 4 357~499 | -040~-084 | 61~73 10 (Dia.) (Dia/)
Ducted adlapter 35 50 ft.
Roof (Without 7 (Dia)
D1036-D-RF-NFPA Mount | physical 5 326~548 | -0.39~-1.09 | 63~75 97/8 20 (Dia.)
curb)
D1036-D-WF Wal External 13.5 0.8 208~281 | -0.14~-028 | 56~60 6.5 (Dia.) 14x3
Wall 35 ft.
D1036-D-WF-NFPA | Mount Ducted 20.5 3.1 172~522 | -0.10~-0.66 | 60~75 8.5 (Dia.) 12X3
Fan Dimensions
A
o ‘ A
. !
n
30" Model
3 12
n
36" Model
Measurements in Inches

DENLAR
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Exhaust Layout

D103__ -R Exhaust Layout

120 VAC 15A Circuit
with a 5-15R Receptacle

5-15P 6 Power Cord ljj— (Not Provided)
(Provided) Iy Wall Cap (Not

'C_: X Provided)

SAN mbiicieal 120 VAC &ft 14/2 MC
= \Vire (Provided)

Power Disconnect
== DPlug N’ Play

o= semaa Connection

The Main Unit needs clearance to tilt to a 45 Degree Angle for Maintenance Purposes

ENMR 6 LAB-110260 REV12202021
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Duct Location

D103__ -R Exhaust Cutout Location

T of =}
1
@ [e] o
A B C D
30" Model 16
= == = = = == . [ — " Jel 3 12 5 10.5
ey - 36" Mode
Measurements in Inches
Back Plate Support (BPS) Layout
Back Plate for D103__ -F and D103__ -R Exhaust Models
12.913 ——]
]f F.vaﬂ —2.98:7
KN i Back Plate Support Layout
| %
0.750 3 I':'Gn ﬁIa 4.9|79 4%70'323 1|Cut-outs for Wire Entry
13,430 4.000 ’ 4 1 —=— [=0.944 2 |Mounting Holes
°ese 5e 10,861 3|Top Mounting Holes
2314 —=| cf:-— = = = = = = = ﬁ’ ' 4| Cut-out for Rear Exhaust Fan
3.000 4.900 5]1/4-20 Studs for Securing Hood to D1000-BPS
J_:' , ——f =0597
— — J — — CL. 6|Handy Box for Power In and Power Qut
) e 7| Quick Link Safety Cable Holder
].ATOO
= 28.625 -—

DENLAR

FIRE PROTECTION
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D1000 Nozzle Placement

D1036 Nozzle Placement (36” Model Hoods)

85/8"
111/4”

Tank Location

Tank Location

ENMR 8 LAB-110260 REV12202021
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D1000-Tank Information
D1000-TANK-FC

(Integral to all D1000 Hood Models)

Tank Information

TYPE COMPLIANCE MOUNTING LENGTH | DEPTH | HEIGHT | WEIGHT VESSEL CHEMICAL | VOLUME CI"::::'I(::‘.:-L PRESSURE
CONFIGURATION (In.) (In.) (In.) (Lbs.) TYPE (mL.) (Lbs.) (PSI)+-8%
Self Contained Integral to the Stainless Amerex
D1000-TANK-FC |Fire Supppresion UL-1995 8 N/A 6 8 9.4 1300 2.2 102
Hood Steel 660
System
D1000-TANK-FC ASY-200139
3 I]h:lﬁl I [
1 1
\4
2
MNOTES:
1 Tank is Equipped with a Pressure Switch which opens on discharge
2 Tank is of Stainless Steel Construction
3 Visual Pressure Gauge
4 Discharge Hose with Quick Connect fitting attached
ENMR ° HAB-LI0260  REVI2202024
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Alarm Information

(Integral to all D1000 Models)

Alarm Ratings

TYPE OF CONTACT
TYPE CONTACTS AMPERAGE |DECIBLES] LOCATION Activates Upon
(AC)
i i i Tank Discharge Hose Disconnected, Low
Internal Buzzer Audible None None 90 Top Center of the Main Unit ! 8 ‘ "
Pressure in the Tank, or High Temperature
Maintenance Alarm PLC Contacts C0O and YO Fault (190'F Deg. At the Hood)
Dry Contact Com/NO 5 None PLC Contacts C1 and Y1 Low Pressure in the Tank and High
ontacts &2 an Temperature Fault (190°F Deg. At the Hood)
Local Alarm
Micro-Switch Dry Contacts| Com /NO / NC 15 Micro-Switch above Tank Actuation Paddle Mechanical Discharge of the Tank

Alarm Location

Maintenance Alarm

and Local Alarm

Internal Buzzer

Micro-Switch Layout

Alarm Discharge
Switch actuator lever

DENLAR

FIRE PROTECTION
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Manual Pull Station Data

D1000-MPK
(Included in NFPA Models)

The Manual Pull Station (D1000-MPK) is designed to discharge the D1000 Model when a
user pulls the tab from the Manual Pull Station Face Plate. The D1000-MPK is provided with 25
feet Stainless-steel Cable and with three 90 Degree Corner Pulleys. It is required to have 7-10
inches extra of the Stainless-steel Cable at the Pull Station Box.

The D1000-MPK comes equipped with the following:

e 1xEnclosure 4” x 1.5” Octagon Metal Box
e 1x Manual Pull Station Face Plate

e 1x1/2” ENT Conduit Connector

e 3x 90 Degree Corner Pulleys

e 1x 25’ Stainless-steel Cable with Clevis Pin

'O SUPPRESSION
SYSTEM

1x Enclosure 4” x 1.5”  1x Manual Pull station 1x 1/2” ENT Conduit  3x 90’ Degree Corner
Octagon Metal Box Face Plate Connector Pulleys

D1000 MPK-Pull Pin Location

A B
30" Model | 29.175
36" Model | 32.175

Measurements in Inches

ENMR 11 LAB-110260 REV12202021
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ClockBox Specifications and Dimensions

CLBX/CLBX-PRO

(Included in NFPA Models)

CLOCKBOX INFORMATION
WEIGHT |VOLATGE FREQUENCY| CREAKE | OPERATING ;ouch
mounTiNg | [ T prase SIZE CURRENT Vc::'e"
s 5 (AMPS) (AMPS) cltage
(DC)
Surface 14 5
Clockbox Standard
OCKOoX STandar Mount or 120 1 60 15 0.1
Clockbox Pro Flush 18 24
CLOCKBOX FREATURES
o INPUT fOUTPUT [ o DispLAYs | LOCKS OUTIF
HoUR | PASSWORD | ADIUSTABLE | CHANGE ADA LANGUAGE |TO A MONITORING| . * | DISPLAYSUSER | 0" | THEREIS A
PROTECTED | TIMER |PASSWORD| COMPATIBLE | SELECTION | STATION / ALARM INSTRUCTIONS FAULT WITH
TIMER / HOOD FAULTS
SYSTEM THE HOOD
Clockbox Standard ¥ Y ¥ N N N N N N N
Clockbox Pro Y Y Y Y Y Y Y Y Y Y
o 750 -
° i
@
0.426 ~={ = b4
-] 1 =] ’
S
0.426
o 9 -
i
L] ]
6.5
o o
1
LAB-110260 REV12202021
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CLOCKBOX
CLBX/CLBX-PRO

(Included in NFPA Models)

Flexible 16 mm ENT Conduit Communications Cable

CLOCKBOX SCHEMATIC

Power Supply

RS-15-24

120 VAC Supply
from Main Panel

|

|

|
Note: If there is no Hood |
1 and 4 of Plug MB1 |
|

|

|

|
|
|
| Connect the Line to Position
|
|
|

a7 wc wie]
or
‘Plenum Cable |

| from Hood
120 VAC

Power Source

Disconnect

Main Power Plug

CLOCKBOX PRO SCHEMATIC

Line

120 VAC

Main Power Switch

Monitoring Plug

CI-A-T-1-T-1>

K3

157 ,—tml I S
1

resutra SWE No Hood Switch
120 VAC oo PPLEN 131 120 VAC w7
Line | u 7-7—:’1/
A T
s 150 vl
Lime . e
102 : . a
120 VAC Newtral Neutral
r"é CND
CND
e | oy 1 —
o 1m2 2 o 1
g 24VDCE‘3
150 150 24 VDC
3 13 148
) 168
125 125 o @ 105
104 104 o Tz Tz 3 | 104
106 106 @ E 131 ETH 154
105 105 106
118 1E] e 12 [
sz gss
}?: :?i 11z | 24 vDC lod]
112 | mewencc
10 101 145 2 FET
123 Line 123 . Ll - 3
143 Ling 139 113
E’na T 10C
(lg; '1:; o vDC s azy
K2 120VAC e
: 5 24424
108 108 |
Ethemet CAT 5 19 119
104
- Ethernet CAT §
120 ] 5] _
[ 13
CNDF =
106
e = 8o s 23
HMI Plu =
9 |ow 24 vDC

DENLAR

FIRE PROTECTION
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ELECTRICAL DISCONNECT

D1000-E

ELECTRICAL SPECIFICATIONS

DENLAR

FIRE PROTECTION

RECEPTACLE RATINGS COIL RATINGS
PART OUTPUT OUTPUT CcolL FREQUENCY FUSE OPERATING
MODEL NUMBER NEMA VOLTS CURRENT VOLTAGE | PHASE (Hz) (AMPS) FUSE TYPE CURRENT
(AC) (AMPS) (AC) ) (AMPS)
D1000-E-120 5-15 ASY-300068 5.15R 15
DS-E-120 5-15 ASY-300071 120
D1000-E-120 5-20 ASY-300035 5.20R
DS-E-120 5-20 ASY-300038 20
D1000-E-220 6-20 ASY-300067 5X20mm
6-20R . .
DS-E-220 6-20 ASY-300070 120 ! 60 0.5 CARTRIDGE 025
D1000-E-220 10-50 ASY-300055 10-50R 220
DS-E-220 10-50 ASY-300069 50
D1000-E-220 14-50 ASY-200074 14-50R
DS-E-220 14-50 ASY-200178
A B c D E F G
10.5 8 3.6 8 8 0.8 1.1
.
\ Measurements in Inches
C
A
e
MATERIAL INFORMATION
4 WEIGHT TR MOUNTING MOUNTING
Lbs. TYPE HEIGHT
b
SURFACE OR SEE
5.4 GALVANIZED FLUSH MOUNT LOCAL
CODES
- )
T o T T h
| Main Breaker Panel |
! |
! ! S
I | | 14/2 MC Wire (Provided) |
| |
I : | GND |
| 1 [ AC Line 114 I
I { : AC Neutral 102 |
L —— — p—— |
I d
___________________ 0@
h
I LK) "
GND |
- — — Black Black | —
r B A l Denlar Hood
| ‘ j— M1 Coil ‘Wire Nut White |
| L1 L2 L3 o - O_ |
| NN | wire Nut White Wire Nut : Range
‘ﬁ- ‘ |
NN \” | . : oo (G5 oo
| B = ” Red White ,—| AC Neutral I
Mo L = N !
/ WHITE \ |
[ Black AC Line | I T | AC Line H
| { - ] |
< X GROUND Y ’f‘ :
GND N GND |
L JI
I — — AC Line
S ———
14 LAB-110260 REV12202021



GAS DISCONNECT
D1000-G

GAS VALVE ELECTRICAL SPECIFICATIONS
COoIL OPERATING
MODEL N:&'::ER VOLTAGE | PHASE FRE?:_'L:E)NCV (:hleT’ES) CURRENT VTAYLP\:EE FUNCTION ACT_:,JY?)EON COIL TYPE
(AC) ’ (AMPS)
D1000-G ASY-200094 1/2" NPT
NORMALLY CONDUIT, 18'
120 1 60 0.5 0.25 2-WAY CLOSED DIRECT LIFT LEADS, CLASS F,
DS-G ASY-200184 NEMA 4X
MATERIAL INFORMATION
BODY SEAL ORIFICE | PORT | NUMBER OF MINOMUM MAXIMUM MINIMUM MAXIMUM FLOW
MATERIAL | MATERIAL SIZE SIZE PORTS PORTTYPE MEDIA PRESSURE PRESSURE FLUID FLUID COEFFICIENT
DIFFERENTIAL | DIFFERENTIAL | TEMPERATURE | TEMPERATURE
GENERAL
BRASS NBR 7/16" 3/4" 2 NPT PURPOSE FOR 0o PsI 100PSI (AC) 0'F 185'F 5Cv
AIR, LIQUIDS, PSI
AND GASES

GAS VALVE DIMENSIONS

[}

A B
Gas Valve 4 28
Measurements in Inches

GAS DISCONNECT SCHEMATIC

- T 120 VAC 8ft i
14/2 MC WIRE [

UNCTION /
!y BOX (Provided) :
AC Line e :
AC Neutral 102 :
WIRE WIRE {
NUT NUT o I
_______ -1 PR

Be®
Denlar Hood
oo

Gas Supply ,[Il Range ——ae
Gas Line
7
Gas Valve

ENMR 15 LAB-110260 REV12202021
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DUAL RECEPTACLE DISCONNECT

D1000-DRD

ELECTRICAL SPECIFICATIONS
RECEPTACLE RATINGS COIL RATINGS
OUTPUT | OUTPUT | cOIL OPERATING
PART FREQUENCY | FUSE
MODEL NUmBer | NEMA| VOLTS | CURRENT  VOLTAGE |  PHASE o (amps) | FUSETYPE CURRENT
(AC) (AMPS) (AC) i (AMPS)

D1000-DRD-120 5-15 ASY-300025 | 5-15R 15
DS-DRD-120 5-15 120
DA000-DRD=T2 015220 ASY-300026 | 5-20R 120 1 60 05 5X20mm 0.25
DS-DRD-120 5-20 " CARTRIDGE
D1000-DRD-220 6-20
e DRD220 €20 ASY-300027 | 6-20R 220

DRD DIMENSIONS

e O O 9

12725

TOP COVER

ENCLOSURE

DUAL RECEPTACLE DISCONNECT SCHEMATIC

-

AC Neutral

@]

=\
\
\

|

|

|

‘ |

Y | ACLine I
\

|

|

|

|

!

| Main Breaker Panel
120/220 VAC 15-20A

14-2 MC Cahle
120 VAC

-1

GND

r
|
|
|
| [cno
|
1
|
I

I
|
|
114 |
|
102 |
1

Black
AC Line

white
AC Neutral

AC Line

Be@

Denlar Hood

Range

oo (2] o

A

| AC Neutral

Black

| White

For NEMA
information
reference the

DENLAR

FIRE PROTECTION

, | | [ ——— Receptacle
ILEIectrlciI_D\sconnect Enclosure B — __J Ratings
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DUAL ELEMENT DISCONNECT

D1000-DED

DENLAR

FIRE PROTECTION

ELECTRICAL SPECIFICATIONS
RECEPTACLE RATINGS COIL RATINGS
OUTPUT OUTPUT COIL OPERATING
EQUE! E
MODEL PART NEMA VOLTS CURRENT VOLTAGE |PpHase | FREQUENCY | FUS FUSETYPE | CURRENT
NUMBER (Hz) (AMPS)
(AC) (AMPS) (AC) (AMPS)
D1000-DED-1205-15  |ASY-300036 5-15R 15
DS-DED-120 5-15 ASY-300037 120
D1000-DED-1205-20  |ASY-300036 S20R
DS-DED-120 5-20 ASY-300037
D1000-DED-2206-20  |ASY-200068 20 5X20mm
6-20R 120 1 60 0.5 0.25
DS-DED-220 6-20 ASY-300070 CARTRIDGE
D1000-DED-220 10-50  |ASY-200068 10-50R 220
DS-DED-220 10-50 ASY-300070 50
D1000-DED-220 14-50  |ASY-200068 14.50R
DS-DED-220 14-50 ASY-300070
7 -
A B C D E F G
e 10.5 8 3.6 8 8 0.8 1.1
C -
\ Measurements in Inches
Y
MATERIAL INFORMATION
< WEIGHT TR MOUNTING MOUNTING
(Lbs.) TYPE HEIGHT
SURFACE OR SEE
5.4 GALVANIZED FLUSH MOUNT LOCAL
CODES
i &
GAS VALVE ELECTRICAL SPECIFICATIONS
PART coi FREQUENCY | FUSE OPERATING | |\ ve ACTUATION
MODEL NUMBER VOLTAGE | PHASE (Hz) (AMPS) CURRENT | " " | FUNCTION TYPE COIL TYPE
(AC) i (AMPS)
D1000-DED-120  |ASY-300036
1/2" NPT
DS-DED-120 ASY-300037 NORMALLY CONDUIT. 18'
120 1 60 0.5 0.25 2-WAY DIRECT LIFT ¢
D1000-DED-220  |ASY-200068 CLOSED LEADS, CLASSF,
NEMA 4X
DS-DED-220 ASY-300070
MATERIAL INFORMATION
BODY | SEAL | ORIFICE | PORT | NUMBEROF | oo | o | puessune | puessoe | oo | Roo | oW
MATERIAL | MATERIAL SIZE SIZE PORTS COEFFICIENT
DIFFERENTIAL | DIFFERENTIAL | TEMPERATURE | TEMPERATURE
GENERAL
BRASS NBR 7/16" 3/4" 2 NPT PURPOSE FOR 0 PSI 100 PSI(AQ) 0'F 185'F 5Cv
AIR, LIQUIDS, PSI
AND GASES
17 LAB-110260 REV12202021




DUAL ELEMENT DISCONNECT

D1000-DED

GAS VALVE DIMENSIONS

White

AC Neutral

; g£h I
- h
]
— !
A B
Gas Valve 4 28
Measurements in Inches
____________________i r——————————————————————————————I
: Main Breaker Panel | { 14-2 MC Cable |
| 120-220 VAC 15-50A I : 120 VAC :
I ‘ | |[cno oo | |
| AC Line | | |
| é’\ : : AC Line 114 I
I AC Neutral \\\ I l AC Neutral lozl_ I
| - ___ |
I I 8e®
|
' | T
__________ F———t-1- %
eniar Roo
Al Black ./\ 14 ||
I
e ||
ire Nut | Range
az [ M1 102 ! /—‘\
White N\ /| om )
Wire Nut I
i
|
|

For NEMA
information

DENLAR

FIRE PROTECTION

|
Wire Nut K{\ [ _ow reference the
~ ! Gas Valve
r—J oo | ——— Receptacle
Electrical Disconnect Enclosure — i Ratings
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TANK FULLY CHARGED

D1000-TANK-FC
(Integral to all D1000 Hood Models)

Tank Information
CHEMICAL
VODEL PART voE compLiance | MOUNTING | LENGTH |DEPTH | HEIGHT |WEIGHT| CHEMICAL| VOLUME | “ ° " | PRESSURE
NUMBER CONFIGURATION | (In) | (in) | (n) | (Lbs) TYPE (mL.) (Lbsy | (PSIE%
S.,
Self Contained Int Ito th Stainl A
D1000-TANK-FC| ASY-200139 |Fire Suppression|  UL-1995 ntegraltotne - ya 6 8 9.4 ainiess merex 1300 22 102
System Hood Steel 660

D1000-TANK-FC ASY-200139

»--—6—--

MNOTES:
1 Tank is Equipped with a Pressure Switch which opens on discharge
2 Tank is of Stainless Steel Construction
3 Visual Pressure Gauge
4 Discharge Hose with Quick Connect fitting attached
Tank Location
o
Tank Location ="
b .

ENI-AR 19 LAB-110260 REV12202021
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TANK WITH AMEREX AND NOT CHARGED

D1000-TANK-SA

Tank Information

DENLAR

FIRE PROTECTION

manel PART T COTIPIATICE MOUNTING LENGTH | DEPTH | HEIGHT | WEIGHT N ERSED CHEMICAL | VOLUME CI-‘::::I:;.:L PRESSURE
NUMBER CONFIGURATION | (In.) {In.) {In.) (Lbs.) TYPE (mL.) (Lbs.) (PSI)}+-8%
5.,
Self Contained . (Charge to
) ) Integral to the Stainless Amerex
D1000-TANK-SA | ASY-200143 Fire Suppression UL-1995 N/A 6 8 6 1300 2.2 102 on
Hood Steel 660 .
System location)
D1000-TANK-SA ASY-200143
3 o [ ‘
e 1 1
4
2
NOTES:
1|Tank is Equipped with a Pressure Switch which opens on discharge
2|Tank is of Stainless Steel Construction
3|visual Pressure Gauge
4|Discharge Hose with Quick Connect fitting attached
Tank Location
o
® o)
g g
% e ©
Tank Location ="
| ' '
20 LAB-110260 REV12202021




TANK TEST — NITROGEN CHARGED ONLY

D1000-TANK-TEST

Tank Information
CHEMICAL
L PART I PE ORI R NCE MOUNTING LENGTH | DEPTH | HEIGHT | WEIGHT TS CHEMICAL | VOLUME T PRESSURE
NUMBER CONFIGURATION | (In) | (In) | (In) | (Lbs.) TYPE (mL.) Ty (PSI)+-8%
Self Contained
D1000-TANK- ASY-200140 Fire Suppression UL-1995 Integral to the N/A 6 8 6 CRS None 0 None 102
TEST Test System with Hood
Nitrogen

D1000-TANK-TEST ASY-200140

3 ma:lnv[-- I i

e b - —

NOTES:

Tank is Equipped with a Pressure Switch which opens on discharge
Tank is of Cold Rolled Steel Construction - Red in Color

Visual Pressure Gauge

Discharge Hose with Quick Connect fitting attached

An Adapter is sent to Recharge and reuse the Tank

Two Test Links are sent with the Tank

s w (N

Tank Location

Tank Location

ENMR 21 LAB-110260 REV12202021
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TANK NOT CHARGED

D1000-TANK-E

Tank Information

DENLAR &

FIRE PROTECTION

MODEL PART TYPE COMPLIANCE MOUNTING LENGTH | DEPTH | HEIGHT | WEIGHT VESSEL CHEMICAL | VOLUME C:::::‘(;;‘:L PRESSURE
NUMBER CONFIGURATION (In.) (In.) (In.) (Lbs.) TYPE (mL.) (Lbs.) (PSI+-8%
Self Contained (Charge to
. . Integral to the
D1000-TANK-E | ASY-200141 Fire Suppression UL-1995 Hood N/A 6 8 6 CRS None (4] None 102 on
Test System location)
D1000-TANK-E ASY-200141
s froac ;
0 1
4
2
—— -6 - -—
NOTES:
1|Tank is Equipped with a Pressure Switch which opens on discharge
2|Tank is of Cold Rolled Steel Construction - Red in Color
3|Visual Pressure Gauge
4|Discharge Hose with Quick Connect fitting attached
5|An Adapter is sent to Recharge and reuse the Tank
6|Two Test Links are sent with the Tank
o
. \.‘. |
® o) ~
. e )
Tank Location
g
|




HORN AND STROBE

D1000-STROBE

D1000-STROBE SPECIFICATIONS

567"
{14.4 cm)

NOTES:

5.78"
4,68 cm)

| ]

The Horn / Strobe shall be installed in accordance with local codes

The 25" 18/4 Multi-Wire Plenum is encased in a 16 mm Plastic Spiral Flex ENT Conduit

MOUNTING
VODEL PART | VOLTAGE | WEIGHT | LENGTH |DEPTH| HEIGHT | | MOUNTING HEIGHT R |
rovais
NUMBER | (DO) {Lbs.) ny | n) | (ng CONFIGURATION ) e
SURFACEMOUNT | . UL, FM, State of
D1000-STROBE |ASY-300043| 24 2.4 482 | 377 | 578 | PLASTIC OR copge | California state
FLUSH MOUNT Fire Marshal
D1000-Strobe ASY-300043
482"
= 470" —— 185"
12.24
(11.94 cm) 191" (224 o) (469 cm)
(4.85 cm)
125"
(3.18 mm)

DENLAR

FIRE PROTECTION

3|To attach to the Hood use the Plug 'N' Play Connector - 4 Position Male Connector
Horn Qutput (dBA)
5“'_“_5" Sound Pattern dB Setting 4B Light Output horizontal Dispersion
Position Degrees Percent of Rating
1 Temporal 0 100
High 89 5to 25 90
2 Temporal Low 83 30to 45 75
3 Non-Temporal High 90 50 St
4 Non-Temporal Low 84
5 3.15 KHz Temporal High 88 55 15
6 3.15 KHz Temporal Low 82 60 40
7 3.15 KHz Non-Temporal High 89 65 35
8 3.15 KHz Non-Temporal Low 83 70 35
75 30
80 30
HORN AND STROBE SCHEMATIC 85 25
Horn / Strobe 90 25
- Compound 45
to the left 24
Compound 45
to the right 24
i Vertical Dispersion — Wall to Floor
l Plenum Cable : Degrees Percent of Rating
e esibe | ° 100
|
] - — - 5to 30 90
! Conduit ii D1000 Hood NO i 35 &%
| 24 VDC Il 160 '_._ Microswitch changes T s ] | 40 16
1 112 | state on Discharge of =
: II NC ~ COM the Suppresion Tank xx : 45 34
| ! Strobe Plug MSW3 @e|e[e@®] |
S - 1 5 A - i 50 27
w0 | ; T 160 I:*" Hood PLC | 55 22
: 0
113 1 iyl Rt LE 13 ololelals® I
] (7] sjejejsjerel 60 1s
P|r ovoc ! 65 16
: Four Position Plug I 70 15
i | 75 13
| 1nz |
! : 80 12
|
! +24VDC : 85 12
- - - T T 90 12
23 LAB-110260 REV12202021




FAN BY OTHERS
D10000-FBO

COIL RATINGS MATERIAL INFORMATION
MODEL PART VOCL?.:-‘I\-GE puase |FREQUENCY|  FUSE FUSE TYPE Ogm;umr(; WEIGHT |\ aTERIAL MOUNTING Mz;';:: °
NUMBER {Hz.) (AMPS) (Lbs.) CONFIGURATION
{AC) {AMPS) {IN.)
00 SURFACEMOUNT | .
D1000-FBO | ASY-300041| 120 1 60 0.5 CARTR:EEE 0.25 6.4 PLASTIC OR CODES
FLUSH MOUNT
T -)‘\, ,.\
Fan Rating Specification
Phase Voltage HP Amps
1PH 120 2 24
1 PH 240 3 17 A .
3PH 200-208 7.5 25.3 / /
3 PH 220-240 7.5 22 ,," D
3PH 440-480 15 21 _f" /
3 PH 550-600 20 22 b

Includes a 15' 16mm Flexibe ENT Conduit with Plenum Cable

D1000-FBO SCHEMATIC A ° ¢ ° S N
e T T - 10.5 8 3.6 8 8 0.8 1.1
: Denlar Hood I Measurements in Inches
| ACLine - 120 VAC b Hood Fan On/OF Switth I
I T ~FLC |

) | o
: AC Heutrs! - 120 VAC T Main Breaker Panel B
I oo : I I
| |
| : I See Fig 1: Fan Rating Specification Table |
l | | to Define the Proper Voltage l
|
e - : Panel Cirouit Breaker l
' i ! AN !
: 16 mm Flexible | I é_"‘lé.\x\é."kl [
| ENT Conduit I | v I
l Plenum Cable | [ B
e r
|
|
I ———
| |
I - | T I
| | |
- | N A |
I = : ko :
! I I
| | |
! | I
| T |
| | |
: I I
i | Optional EXT Fan |
I | Speed Controller |
l | ___ MNotProvided) |
| FBO Enclosure Assembly
| R R
[ S S
[ S
I ,J_,\ |
I -/ M I
W3~ ]
i _>___ |
| |
L_FBO Fan_|
24 LAB-110260 REV12202021
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MAKE-UP AIR FAN CONTROL MODULE

D1000-MACM

(Or Damper Control)

DENLAR

FIRE PROTECTION

COIL RATINGS RELAY CONTACT INFORMATION
RELAY
PART colL FREQUENCY FUSE OPERATING FUSE CONTACT OPERATING OUTPUT
MODEL NUMBER VOLTAGE | PHASE (Hz) (AMPS) FUSE TYPE CURRENT (AMPS) RATING CURRENT VOLTS
(AC) & (AMPS) (AMPS) (AC)
(AMPS)
D1000-MACM |ASY-300040 120 1 60 0.5 5%20mm 0.25 10 10 SEEFAN SEEFAN
) ) ‘ CARTRIDGE ‘ MODEL MODEL
Includes a 15' 16mm Flexibe ENT Conduit with Plenum Cable
A B C D E F G
10.5 8 3.6 8 8 0.8 1.1
Measurements in Inches
/ MATERIAL INFORMATION
Jf" WEIGHT MATERIAL MOUNTING MOUNTING
(Lbs.) TYPE HEIGHT
SEE
6.4 GALVANIZED SURFACE OR LOCAL
’ FLUSH MOUNT
CODES
M SCHEMATIC
: i H Main Breaker Panel |
I : : | 120 vAC |
I
I [ Fan Motor | | | | —
I
I '.\ 120 VAC 1PH :I | : : .’/ \
N I : AC Neutral 1 [ Fan Motor |
e - Food Fan | i P\ lzovac e |
| Speed Control : : 1 203cnD
: | I : -
| 1 o I -
I ole il macm 1 MACM Piug 12 I
: | Encased in |: MACM A B |
| 116mm Flexiblel] - :
| I ENT Conduit py AL |
| 102 [
| AC Line |
I 120 VAC —203 :
: e &N :
| 202 2 | 1
| R1 R2 — |
: 203 24 - ]
|
1
| 1 114 AC Line [ oz I
|
I 2 | Al i
: PLC I Power Disconnect [
| | swich . 2| coil {
| AC Neutral ‘I |
1 AC Line =) TI |
I Fan Plug 2 }I |
1 A AC Neutral ‘l |
| 102 0 102 lr-'——'—"—‘l‘ ———————
: 118 2 2 118 I
1
: 121 eyt I
| leve 2| ene 1
! I
lpenlacood ______________ J
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CFM LIMITING SPEED CONTROL
D1000-LSC

ELECTRICAL MATERIAL INFORMATION
PART vouTAGEe | Fuse | CPERATING FREQUENCY | WEIGHT MOUNTING WL
MODEL NUMBER (ac) |(AMPS) C(i':::;T PHASE (Hz.) (Lbs.) MATERIAL | ¢ ONFIGURATION "E'S_';T conpurT
D1000-LSC | ASY-300034 120 ?\;EE’;T S;EEAET 1 60 2.4 P:\QNS;'C SURFAC(EF?A o SES(;SEC:L 16mnj;5FFJElXIBLE
STEEL FLUSH MOUNT ENT CONDUIT
D1000-LSC DIMENSIONS
\)\/ th’%\ MALE AND FEMALE
“ = PLUG’N’PLAY
CONNECTORS
15’ of PLENUM CABLE
ENCASED IN 16mm
FLEXIBLE ENT CONDUIT
- SPEED CONTROLLER IN A
2.5"

2-GANG STEEL BOX WITH
PLASTIC WALL PLATE

D1000-LSC SCHEMATIC

"\ 120 VAC 1PH

N 121
GND|

118

{ Fan Motor

f

|
/

102

Hood Fan
Speed Control

DENLAR

FIRE PROTECTION

101 PLC 1o |

l P —————————————— ]

Fan Plug 1 |
F2 I : Plenum Cable | Limiting Speed Control :
See Fan Model A B i Encased in | i
AC Line 1 1 | 16mm Flexible | |
120 VAC 18 ] 2 | ENT Conduit | |
i21 S T I 121] ! ! 121 I
— | 2 2 B |
41 4 + |
GND [ | i 3 3 1
— Fan Plug 2 ! GND I 4 4 !
B A I i P |
102 02— 102 ] !
1 I i )
118 v el | I T |
[ 11 O |

121 121 121 121 1

2] I !
GND GND 4 4 GND | | I — |
- 11 |
Denlar Hood I b JI JI



HANDICAP ACCESSIBLE CONTROLS

D1000-ADA

ELECTRICAL INFORMATION MATERIAL INFORMATION
PART VOLTAGE FUSE AT FREQUENCY | WEIGHT LENGTH DEPTH HEIGHT MOUNTING OO
MODEL CURRENT | PHASE @ MATERIAL HEIGHT CONDUIT
NUMBER (AC) (AMPS) — (Hz.) (Lbs.) (in.) (in.) (In.) CONFIGURATION .
D1000-ADA |  ASY-200055 PLASTIC | SURFACE MOUNT 15FT.
120 S’;i):;/:t‘ Sl\flf)::’lt‘ 1 60 1.5 3.75 2.5 3 AND OR SECEOL[?ECSAL 16mm FLEXIBLE
DS-ADA ASY-200175 STEEL FLUSH MOUNT ENT CONDUIT
_________________________________________ -
. ——————————————————————
I Denlar Hood L !
| e ADA Plug 1| Plenum Cable Encased in I
I / \\ | : 16mm Flexible ENT Conduit I
| [ Fan Motor | 4[ GND A B b 120 VAC I
: | 120 VAC 1PH | — = = ! I GND |
| —
| é_%% . AC Line | 110 o Tl | 122 I
| B — — | : 101 |
| F2 = | | = I
| See Fan Model 110 e e I
' | — = ! I
Fan Plu —
I B g 123 w| lw| | I |
| 102 1 1 102 T~ ~ I I :
I 118 18 e o | | I_ ]
| —12] |2 no  yalles o l R R R [~
I 3| |3 = PLC Il i
I GND GND 0 11 |
: 4 4 1o '| I I 110 122 I
- 11 |
| cvo Hood Fan AC Line| [ )
I speed Control [ ]
) I 1 |
= i | |
| [ 101 |
c1
L n |
U U I
I Hood Light / 1 r-\ | |
Switch [ |
| | | ADAFan U ADA Light —— |
I AC Neutral : I Switch  Wire Nut  switch :
\ GND
: 2 | ught I I I
I / o [z I ADA Switch 2-gang Box )
I . o . ——————————— ——— ———— -
I 122 I
e 1
27 LAB-110260 REV12202021
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TOP COVER
D1030-TC-F(R)
(D1000 Only)

TOP COVER FOR FRONT AND REAR EXHAUST MODELS
A —

Model PART MATERIAL WEIGHT THICKNESS A B (o D E
NUMBER (Lbs.)
D1030-TCF/R ASY-200147 |STAINLESS 3 0.0625 29.6 116 NONE | NONE 2
D1036-TCF/R ASY-200153 STEEL 3.4 ' 35.6 ' 1.5 3.3 4.8
Measurements in Inches

ENMR 28 LAB-110260 REV12202021
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